
FUSION 1X

PART NUMBER: FN-1116

KEY FEATURES: 

Specifications: WIRING DIAGRAM:  

QUICK FACTS: 

• 180° or 40° light spread optic available
• Single color: 11 flash patterns 
• Dual color: 40 flash patterns
• 2 programmable modes, flood pattern capable 
  for dual color
• Rugged weather-resistant enclosure
• Cigarette plug with an on/off and momentary switch
  or 8 ft harness for hardwire units
• Available Colors: R, B, A, W, G, RW, BW, AW, 
  AR, AB, RB

• Made in the USA
• Certifications: SAE J595, CT13, SAE J1113-11
• Adjustable swivel bracket for universal installation
• Available in single color or dual color
• Syncs with:  - Fusion 1X & 2X, Fusion 200
            - Fusion Spoiler Mount & Surface Mount
             - Cannon, T3
           - Wide-lux 
• 4-Suction cup mount, capable of a total of 40 lbs

Dimensions 1.72” H x 9.71” L x 4.97” W

Warranty 5 years

Cable Harness Length 10 feet

Voltage  12VDC

Current Draw  0.75A (fuse @125%)

Single Color  12 high power 4 Watt Cree LED’s

Dual Color  24 high power 4 Watt Cree LED’s
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http://www.feniex.com/fusion-1x Feniex Industries 
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