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LIGHT GREEN SEAMLESS 
NYLON KNIT LINER
GREEN NITRILE-COATED PALM
TEXTURED GRIPPING ACTION

Characteristics

 Durable Nitrile Coating
 Green Colored Nitrile Palm
 Light Green Seamless Nylon 
     Lining
 Textured Gripping
 Sizes:         6     Extra-Small 
                        7     Small
                        8     Medium
                        9     Large
                      10     Extra-Large

Description

Nitri-Flex® Lite takes the Nitri-Flex product line to new heights in tactile dexter-
ity and comfort. Employing the same flat dipped technology, Nitri-Flex Lite is 
available in a super-breathable nylon shell. The glove is ideal for jobs requiring 
the utmost in tactile discrimination as well as those demanding puncture and 
abrasion protection. Because its palm dipped in nitrile, Nitri-Flex Lite delivers a 
lower electrostatic discharge than comparable Natural Rubber coated gloves.
Launder at 400C (1040F) using a neutral detergent.
Suggested Applications: 
 Construction   Landscaping
 Carpentry    Floor Tiling
 Maintenance   Masonry
 Garbage Collection  Highway Work
 Roofing    Shipping and Receiving 

ESD Properties:
Nitri Flex Lite 4500 (in use) 2.59 X 1009 Ω/�  (Dissipative)

This list of suggested applications is partial and based on laboratory 
testing of glove performance. 
For a complete list of suggested applications, visit our website:  
www.showabestglove.com  

USA: 
Best Glove 
579 Edison Street
Menlo, GA 30731
Phone: 800-241-0323
Fax: 888-393-2666
Email: USA@bestglove.com

General Purpose Glove

Australasia: 
Best Manufacturing Australia Pty. Ltd. 
PO Box 187, Bexley
NSW 2207 Australia
Phone: +61 (0)2 8509 5401
Fax: +61 (0)2 8509 5403
Email: Australiansales@bestglove.com   

Canada: 
Best Glove Manufacturing, Ltd.  
253 Michaud Street 
Coaticook, Quebec J1A 1A9  Canada
Phone: 800-565-BEST
Fax: 819-849-6120
Email: Canada@bestglove.com
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